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The MK 5 Compac Mobile Lifter 
 
Designed to lift, transport and position loads the 
Compac has been the name associated with top 
quality, reliable, stainless steel , lifters for many years 
and the latest model  the Mk 5 has been developed 
following extensive market research into the lifting 
and handling needs of today’s modern production 
environment.  
 
The Compac is flexible in design, ergonomic, operator 
friendly, easy to use and with its range of features and 
functionality it meets the needs of today’s lifting 
requirements. 
 
Stainless Steel Construction 
 
Primarily manufactured from stainless steel, the Mk 5 
is ideal for industries where hygiene and resistance to 
chemicals is of paramount importance including:- 
 

• Food & Diary 
• Medical 
• Chemical 
• Pharmaceutical  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Quality of Build and reliability 
 
Engineered and tested to our own exacting quality 
standards and using only fully approved components 
the Compac has been designed to provide a low 
maintenance reliable machine been built to last 
 
Fully Tested and CE marked 
 
Considering operator safety at all times the Compac 
Mk5 has been designed to meet the latest 
international health & Safety directives, CE approved 
with supporting risk assessment, technical files and 
documentation 
 

Model Range 
 
Available in three standard models with maximum 
lifting capacities 60kg, 150kg and 300kg along with 
a variety of frame configurations and a 
comprehensive range of interchangeable 
attachments makes the Compac an ideal choice for 
most lifting applications 
 
Compact and Manoeuvrable 
 
With a small footprint and easy operation, the Mk 5 
can be used in the confined workspaces and 
narrow production lines found in many of today’s 
modern manufacturing environments. 
 
12volt Powered Lifting 
 
The Compac MK5 is powered by 12 v dc battery 
operated system with the carriage lift being 
generated from a motor driven precision ballscrew 
eliminating the need to use any hydraulics and 
consequent risk of oil leaks  
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Features & Benefits 
 
The Mark 5 Compac has been designed to ensure ease of use, reliability and operator safety  
 
 
Safety 
 
Great care has been taken with the design of the new 
Compac to ensure it meets with the latest health and 
safety directives features include 
 

• Clutch Mechanism-Optional 
 

Designed to disengage the drive mechanism 
should the lift load become in contact with an 
obstacle during its travel thereby preventing 
injuries to personnel or material damage 

 
• Castor Guards 
 

Guards are attached to the Rear Castors to 
prevent accidental crushing of operator’s feet 

 
 
 

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
Ergonomics 
 
To ensure operator comfort, safety and limit fatigue 
the Mk5 Compac has been designed around the 
relevant British standards and ergonomic guide lines 
specific areas of consideration include:- 
 

• User Friendly Handle Bars 
 

The Horizontal and Vertical sloping 
handlebars have been ergonomically 
designed to provide for operator comfort 
whilst offering maximum control 
 

 
 

• Overload Trip 
 

The provision of an integral electronic 
overload trip isolates the machine should 
its load capacity be exceeded 

 
• Emergency Stop Button 
 

An emergency stop button is incorporated 
meeting safety guidelines  
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Control Panel 
 
The control panel has been designed to house all 
instrumentation, auxiliary, and information in one 
central area visible at a glance to the operator these 
include:- 
 

• Emergency Stop Button 
• Charging Socket with Dust Proof Cover 
• Battery Condition Metre and Charging Light 
• Overload Warning Light 
• Information Panel including Capacity Ratings 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Interchangeable Wheels 
 
A series of interchangeable wheels are available to 
cater for different applications, clearance heights and 
pallets types these include:- 
 

• Swivel Castors 
• Fixed Pallet Wheel 
• Rocking Pallet Wheel 

 
 
 
 
 
 
 
 
 
 
 
  

Handheld Control Unit (Optional)  
 
The Compac can be supplied with a Handheld 
Control Unit allowing the Operator greater 
flexibility when positioning loads or aligning 
attachments 
 
The control unit is connected to the Compac by a 
flexible cord and is housed firmly inside a holster 
on the machines centre crossbar. 
 
The controls can be either used in the fixed 
position or removed from the holster and used 
remotely by the operator   



 

 

Compac Interchangeable Attachments 

 © Packline Ltd. 2006           www.packline.co.uk 

 
 
Standard or Custom Attachment 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Types of attachments include:- 
 
Vertical Spindle 
 
Available in a range of sizes with both manual and 
geared rotation models the vertical spindle is normally 
used for lifting and rotating reels of film by gripping 
the reels core 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

With over 50 standard interchangeable 
attachments and a full custom design service the 
Compac MK 5 can provide solutions for a wide 
range of lifting applications including:- 
 

• Reel Handling 
• Drum and Barrel Lifting 
• Boxes & Containers 
• Components & Assemblies 
• Work Positioning  
• Tooling 

 
Manufactured predominantly from Aluminium and 
Stainless Steel the attachments our an ideal 
companion for use with the Steel Compac Mk 5 in 
hygienic and clean room environments  
 
The full range of attachments are interchangeable 
and can be located on each model of the Compac 
 
This unique feature enables one Compac lifter to 
be used with a variety of attachments providing an 
economical solution to a range of applications 
 

Clamp Spindle 
 
Used for gripping loads by the diameter or 
circumference such as reels of packaging material, 
drums and barrels and rotating thro 360°. Models 
are available with manual or powered clamping 
and both manual or geared rotation. 

Compac MK5 with Clamp Attachment 

Powered Clamp Attachment 

Geared Rotation Vertical Spindle
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Twin & Single Spindle Arms 
 
Provide a simple means of lifting reels of packaging 
material either by the core or diameter and used in 
conjunction with the optional adjustable collar can be 
used to lift objects such as die blocks on food 
processing machinery or general workshop fixtures 
and tooling. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Cradle 
 
Enables reels to be lifted by supporting machine 
mandrels positioned through the core of the reel. 
Available in a variety of sizes to suit different reel 
widths and mandrels 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

Long Reach Twin Spindle Attachment 

Platform Attachment 

Platforms 
 
Available in a variety of sizes and is suitable lifting 
loads such as Reels, Drums, Components, Boxes, 
Containers, Tooling Assemblies etc. Applications 
include work positioning on assembly lines and in 
Workshops  
 

Special Applications 
 
As well as the company’s extensive range of 
standard Attachments it offers a full design to 
manufacture service providing both variations on 
its standard range of product and bespoke special 
designs to suit individual customers needs. 
 
Bespoke Attachment Illustrated shows Swinging 
Arm Battery Lifter and placer developed for a 
leading car manufacturer 

Cradle Attachment 





 

 

Clamp Attachment - Variations 

© Packline Ltd. 2006           www.packline.co.uk 

 Ref: DS1010 
 
 
Clamp Spindle Attachment – Variations 
 
Due to the Clamp Spindles flexible design the range of attachments can be supplied in a variety of 
configurations to suit the different applications found in today’s modern manufacturing environments. 
 
Following is an example of some of the variations produced:- 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 
 
 
  
 
 
 
 
 
 
 

The Clamp Spindle can be supplied with a hand 
operated mechanical gearbox to provide effortless and 

controlled rotation 
 

This option is particularly useful for bulky or heavy loads 

Mechanical Rotation 

Powered Clamping can be supplied as an option on the 
range of Clamp Attachments providing effortless operation 

and controlled clamping pressure 
 

Powered Clamping 

Designed to rotate both sideways and forward the Clamp 
attachment has many applications such as Drum tipping 

and front loading reels of film 
 

The Clamp Attachment can be supplied with a variety 
of Pad arrangements to suit the load to be lifted 

 
The Low Profile Pad illustrated is idea for gripping 

loads such as reels or drums where access is limited 

Side & Forward Rotation Low Profile Pads 
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Clamp Spindle Attachment – Variations Cont. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 
 
 
  
 
 
 
 
 
 

The Clamp Attachment can be supplied with an internal 
clamping arrangement idea for clamping and rotating 

heavy items such as mechanical assemblies 
 

This option is particularly useful for loads that cannot be 
gripped on the outside surfaces without the risk of 

damage  

Internal Clamp Arrangement 

Box Clamp with integral Funnel is specially designed to lift 
and tip the contents from boxes the attachment is adjustable 

to cater for different sizes.  
 

Box Clamp & Funnel Attachment 

Interchangeable Gripper Pads 

The Clamp Attachment shown with quick release and 
interchangeable gripper pads allowing the same 

attachment to be used to cater different Drum diameters  
 

The Clamp Attachment can be supplied with a wide 
range of gripping pads or rollers to suit most applications  

Extended Reach Clamp 

The Clamp Attachment can be supplied with a longer 
mounting arm to provide extended reach quick where 

required.   
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Clamp Attachment - Drums 
 
Designed to grip Drums/Barrels by the circumference and 
rotating to any position through 360° deg. 
 
Fitted with a quick release system the Drum Attachment can 
easily be attached to any Logitrans Machine fitted with a 
Flexline Carriage. 
 
Overview:- 
 

• Available as Manual or Geared Rotation. 
 
• Loads capacity up to 300kg. 

 
• Interchangeable Jaws including rotating rubberised 

rollers and pre – shaped pads enable the right 
solution to be specified for each individual 
application. 

 
• Suitable for load diameters of up to 850mm as 

standard.  
 

• Built in Slip Torque mechanism to ensure correct 
gripping pressure is applied preventing over 
tightening and damage to load. 
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